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PIPE INSTALLATION
COMPACT TO 90% OF AASHTO T-99
3 Notes:
< 8 Corrugated polyethylene (plastic) pipe shall be instal
N in the plastic pipe details. The class 3 aggregate shal |
EXISTING I:h% < uniformly support the pipe, and
BACKFILL o129 bell and spigotf. The pipe shall be Ilaid *fo line and ¢
MATERTAL 8: 8 to prevent floating or shifting of the pipe during pla
Elo © control led density backfill. No material shall be plac
,é t g control led density backfill for at least 8 hours atter
£|e
=19 The properties of the controlled density backfill shal
c cement, water, pozzolanic materials, and fillers. The
= be fluid on placement to flow around and Till the void
in the backfill area. The material shall be able to s
loads after six hours and have a compressive strength
CONTROLLED DENSITY of 75 psi to 125 psi at 28 days. The material shall be
PE ST TR <= BACKFILL itself to easy removal with a fractor backhoe. I+ the
E{}%g%z:;&;g%gz%%g%ff;\\\c, 3 Aggr. — BEDDING is useds, no further testing will be required.

The mix design yields

MIX DESIGN

Cement 100 Ibs

Fly Ash 300 Ibs

Fine Aggr 2600 Ibs

Water 70 gals
Note A
Minimum cover over the pipe shall not be less than 12 inches
when |ive load is not a factor. For installation in areas
subjected to live l|loads, the minimum cover shall not
be less than 36 inches.
Note B
Trench width as recommended by the pipe manuftacturer.
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